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ALWAYS RAISING THE BAR IN LED

Since All Star Lighting introduced LUXRITE™ as our premier brand, we’ve had a 
reputation for innovation and quality. But we’ve always been committed to our vision 
of never stopping to raise the bar. As you can see in our brochure, LUXRITE™ has 
added versatility, design and performance with over 40 unique, yet practical LED 
fixture lines including indoor and outdoor rated, emergency battery backup, and 
multi-volt options with style and design to make it as sleek and durable as ever. 

We’ve also launched our high-end AKLOW™ architectural line which we continue 
to add to and innovate as well. We currently service many electrical supply houses, 
lighting distributors, lighting showrooms, ESCO’s, and lighting resellers in the 
United States and abroad. Pair that with our one of a kind staff, customer service and 
same day shipping, LUXRITE™ is clearly in a league of its own.

We’d like to thank our loyal customers for giving us the opportunity to make 
LUXRITE™ an unimaginable success. We are fully committed to keep to our vision 
of bringing LUXRITE™ to new heights in the future.

George Serhofer		  Jack Serhofer
President & CEO		  Vice President



33 RANDOLPH AVENUE, AVENEL, NJ 07001    •    732-882-1500    •    L U X R I T E . C O M 3

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

120 V

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY LIFE CASE

LR23410 LED/URDL2/5CCT/RD 12 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 800 63 50,000 50R
D2
”

CRI

80 RATED

 IC
WET LOCATION

RATED

5 COLOR
OPTIONS

1 FIXTURE

MODEL DESCRIPTION FINISH

LR23420 LED/URDL2/RFL/CH CHROME

LR23421 LED/URDL2/RFL/BS BRASS

LR23422 LED/URDL2/RFL/BZ BRONZE

LR23423 LED/URDL2/RFL/BK BLACK

LR23424 LED/URDL2/RFL/WT WHITE

LR23425 LED/URDL2/RFL/BN BRUSHED NICKEL

YEAR
3

WARRANTY

2" INTERCHANGEABLE REFLEC TOR & TRIM -  5  CC T SELEC T

NEW

5 CCT SWITCH

I N T E R C H A N G E A B L E  R E F L E C T O R  &  T R I M S *SOLD SEPARATELY

R
E

F
L

E
C

T
O

R
S

MODEL DESCRIPTION FINISH

LR23430 LED/URDL2/TRM/RD/CH CHROME

LR23431 LED/URDL2/TRM/RD/CP COPPER

LR23432 LED/URDL2/TRM/RD/BZ BRONZE

LR23433 LED/URDL2/TRM/RD/BK BLACK

LR23434 LED/URDL2/TRM/RD/WT WHITE

LR23435 LED/URDL2/TRM/RD/BN BRUSHED NICKEL

R
O

U
N

D
 T

R
I

M
S

MODEL DESCRIPTION FINISH

LR23450 LED/URDL2/TRM/SQ/CH CHROME

LR23451 LED/URDL2/TRM/SQ/CP COPPER

LR23452 LED/URDL2/TRM/SQ/BZ BRONZE

LR23453 LED/URDL2/TRM/SQ/BK BLACK

LR23454 LED/URDL2/TRM/SQ/WT WHITE

LR23455 LED/URDL2/TRM/SQ/BN BRUSHED NICKELS
Q

U
A

R
E

 T
R

I
M

S

MODEL DESCRIPTION FINISH

LR23440 LED/URDL2/TRM/SA SLOT APERTURE

LR23441 LED/URDL2/TRM/WW WALL WASHER

LR23442 LED/URDL2/TRM/PH PIN HOLE

LR23443 LED/URDL2/TRM/SH SQUARE HOLE

LR23444 LED/URDL2/TRM/IP WATERPROOF

T
R

I
M

S

INTERCHANGEABLE
REFLECTOR & TRIMS2 "

M O D U L E

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR32180 LEDMHDL1/5CCT/9/G 12 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 800 67 50,000 18

LR32183 LEDMHDL2/5CCT/9/G 24 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1400 58 50,000 8

LR32185 LEDMHDL3/5CCT/9/G 36 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 2100 58 50,000 8

1 HEAD

RATED

 ICCRI

80 120 V

NEW

WET LOCATION
RATED

2 HEAD

3 HEAD

1  H E A D

360º ROTATION

15º
TILT

2  H E A D

3  H E A D

5 COLOR
OPTIONS

1 FIXTURE
YEAR
3

WARRANTY

5 CCT SWITCH 
ON THE BACK

R E C E S S E D  M U L T I - H E A D  G I M B A L  -  5  C C T  S E L E C T

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123 & LR35124

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

R E C E S S E D  M U L T I - H E A D  G I M B A L  -  5  C C T  S E L E C T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR32181 LEDMHDL1/5CCT/9/G/BK 12 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 800 67 50,000 18

LR32184 LEDMHDL2/5CCT/9/G/BK 24 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1400 58 50,000 8

LR32186 LEDMHDL3/5CCT/9/G/BK 36 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 2100 58 50,000 8

1 HEAD

RATED

 ICCRI

80 120 VWET LOCATION
RATED

2 HEAD

3 HEAD

5 COLOR
OPTIONS

1 FIXTURE
YEAR
3

WARRANTY

NEW

1  H E A D

360º ROTATION

15º
TILT

2  H E A D

3  H E A D

5 CCT SWITCH 
ON THE BACK

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123 & LR35124
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4 "  M A G N E T I C  I N T E R C H A N G E A B L E  T R I M  -  5  C C T  S E L E C T

120 V

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY LIFE CASE

LR24960 LED/UDL4/5CCT/D 8 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 500 63 50,000 24R
D4
”

CRI

80 WET LOCATION
RATED

5 COLOR
OPTIONS

1 FIXTURE
YEAR
3

WARRANTY

MODEL DESCRIPTION FINISH

LR24970 LED/UDL4/TRIM/WT WHITE

LR24971 LED/UDL4/TRIM/BK BLACK

LR24972 LED/UDL4/TRIM/CP COPPER

LR24973 LED/UDL4/TRIM/BN BRUSHED NICKEL

LR24974 LED/UDL4/TRIM/CH CHROME

5 CCT SWITCH
ON DISK MAGNETIC

INTERCHANGEABLE
TRIMS

NEW

M A G N E T I C  I N T E R C H A N G E A B L E  T R I M S *SOLD SEPARATELY

WHITE
LR24970

COPPER
LR24972

CHROME
LR24974

BL ACK
LR24971

BRUSHED NICKEL
LR24973

*INCLUDED

4 "  D I S K

WHITE
LR24970

*INCLUDED

4” RECESSED
HOUSING

4” OCTAGON
J-BOX 

E26
ADAPTER

BUTTERFLY
MOUNTING

CLIPS

MOUNTING OPTIONS

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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4" INTERCHANGEABLE TRIM MODULE -  5  CC T SELEC T

120 V

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY LIFE CASE

LR24950 LED/DLMD4/5CCT/D 15 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1100 73 50,000 18R
D4
”

CRI

80 WET LOCATION
RATED

5 COLOR
OPTIONS

1 FIXTURE
YEAR
3

WARRANTY

S M O O T H  &  B A F F L E D  I N T E R C H A N G E A B L E  T R I M S *SOLD SEPARATELY

SMOOTH
WHITE

LR24952

MODEL DESCRIPTION FINISH

LR24952 LED/DLMD4/TRIM/RD/W SMOOTH WHITE

LR24953 LED/DLMD4/TRIM/RD/B/W BAFFLED WHITE

LR24956 LED/DLMD4/TRIM/RD/BK SMOOTH BLACKR
O

U
N

D

MODEL DESCRIPTION FINISH

LR24954 LED/DLMD4/TRIM/SQ/W SMOOTH WHITE

LR24955 LED/DLMD4/TRIM/SQ/B/W BAFFLED WHITE

LR24958 LED/DLMD4/TRIM/SQ/BK SMOOTH BLACKS
Q

U
A

R
E

BAFFLED
WHITE

LR24953

SMOOTH 
BL ACK

LR24956

SMOOTH
WHITE

LR24954

BAFFLED
WHITE

LR24955

SMOOTH 
BL ACK

LR24958

4 "

ROUND SQUARE

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

NEW

5 CCT SWITCH

MODULE

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

T
R

IM
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4 ”  R E C E S S E D  G I M B A L  –  3  C C T  S E L E C T

S P E C I F I C A T I O N S

R
D4
”

RATED

 IC
DAMP LOCATION

RATED

CRI

80 YEAR
3

WARRANTY
120 V

4 "

NOW WITH
CCT SELECT

OPTION
NEW

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23255 LED11W/DL4/GB/3CCT/RD 11 120V 3000K/4000K/5000K - CCT SELECTABLE 1000 91 40º 50,000 18

NEW

S P E C I F I C A T I O N S

3 COLOR
OPTIONS

1 FIXTURE
TRIAC
5-100% RATED

 IC
DAMP LOCATION

RATED

120 V YEAR
3

WARRANTY

CRI

90

4 "

4 "

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23265 LED15W/RDL4/3CCT/RD 15 120V 3000K/4000K/5000K - CCT SELECTABLE 1200 80 36º 50,000 20

LR23267 LED15W/RDL4/3CCT/SQ 15 120V 3000K/4000K/5000K - CCT SELECTABLE 1200 80 36º 50,000 20

R
D

4
”

S
Q

3 CCT SWITCH
ON DRIVER

4”  R E G R E S S E D  R E C E S S E D  D OW N L I G H T  –  3  C C T  S E L E C T

3 CCT SWITCH

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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3 ”  R E C E S S E D  G I M B A L  –  3  C C T  S E L E C T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23246 LED8W/DL3/GB/3CCT/FL 8 120V 3000K/4000K/5000K - CCT SELECTABLE 600 75 40º 50,000 18

LR23250 LED8W/DL3/GB/3CCT/SQ 8 120V 3000K/4000K/5000K - CCT SELECTABLE 600 75 40º 50,000 18

R
D

3”

RATED

 IC
DAMP LOCATION

RATED

CRI

80 YEAR
3

WARRANTY
120 V

3 "

S
Q

NOW WITH
CCT SELECT

OPTION

3 CCT SWITCH

NEW

3 "

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23237 LED5W/DL2/GB/30K/FL 5 120V 3000K - SOFT WHITE 400 80.0 40º 50,000 18

LR23238 LED5W/DL2/GB/40K/FL 5 120V 4000K - COOL WHITE 400 80.0 40º 50,000 18

LR23239 LED5W/DL2/GB/50K/FL 5 120V 5000K - BRIGHT WHITE 400 80.0 40º 50,000 18R
O

U
N

D

2
”

RATED

 IC
DAMP LOCATION

RATED

CRI

80 YEAR
3

WARRANTY

2 ”  R E C E S S E D  G I M B A L

2 "
COMPATIBLE WITH OUR

EMERGENCY LED DRIVER
LR35123

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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2 ”  R E G R E S S E D  R E C E S S E D  D O W N L I G H T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23271 LED/RDL3/30K/RD 8 120V 3000K - SOFT WHITE 600 75 36º 50,000 18

LR23273 LED/RDL3/40K/RD 8 120V 4000K - COOL WHITE 600 75 36º 50,000 18

LR23274 LED/RDL3/50K/RD 8 120V 5000K - BRIGHT WHITE 600 75 36º 50,000 18

LR23276 LED/RDL3/30K/SQ 8 120V 3000K - SOFT WHITE 600 75 36º 50,000 18

LR23278 LED/RDL3/40K/SQ 8 120V 4000K - COOL WHITE 600 75 36º 50,000 18

LR23279 LED/RDL3/50K/SQ 8 120V 5000K - BRIGHT WHITE 600 75 36º 50,000 18

R
O

U
N

D

2
”

S
Q

U
A

R
E

RATED

 IC
DAMP LOCATION

RATED

CRI

80 YEAR
3

WARRANTY

2 "

120 V

NEW

2 "

N E W  T R I M  R E P L AC E M E N T  F O R  R E G R E S S E D  D OW N L I G H T S

MODEL DESCRIPTION

LR23261 LED/RDL3/RD/TRIM/BK

NEW

BL ACK

LR23261

WHITE /BL ACK

LR23262

MODEL DESCRIPTION

LR23262 LED/RDL3/RD/TRIM/W/BK

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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E 2 6  B A S E  A D J U S T A B L E  G A R A G E  L I G H T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY BASE LIFE CASE

LR42350 LEDAGL80/50K/E26 80 120V 5000K - BRIGHT WHITE 8000 100 E26 50,000 8

CRI

80 YEAR
3

WARRANTY

NEW

120 V

ADJUSTABLE
LED PANELS

ON/OFF
SWITCH

E26
BASE

ADJUSTABLE
LED PANELS

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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M U L T I - H E A D  V A N I T Y  F I X T U R E

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR32140 LEDMHVN1/935/U/SN 10 120-277V 3500K – NATURAL 700 70 50,000 12

LR32145 LEDMHVN1/950/U/SN 10 120-277V 5000K – BRIGHT WHITE 700 70 50,000 12

LR32146 LEDMHVN3/935/U/SN 30 120-277V 3500K – NATURAL 2100 70 50,000 3

LR32149 LEDMHVN3/950/U/SN 30 120-277V 5000K – BRIGHT WHITE 2100 70 50,000 3

LR32150 LEDMHVN4/935/U/SN 40 120-277V 3500K – NATURAL 2800 70 50,000 3

LR32155 LEDMHVN4/950/U/SN 40 120-277V 5000K – BRIGHT WHITE 2800 70 50,000 3

DAMP LOCATION
RATED

IP-20

CRI

90

1 H
EA

D

YEAR
3

WARRANTY

120-277 V

3 
H

EA
D

4 
H

EA
D

NEW

1  H E A D

4  H E A D

3  H E A D

MULTI-HEAD VANITY IN USE

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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R E C E S S E D  5 - M U L T I L I G H T  D O W N L I G H T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR32090 LEDML5/10W/930/D 10 100-277V 3000K - SOFT WHITE 650 65 45º 50,000 20

LR32091 LEDML5/10W/935/D 10 100-277V 3500K - NATURAL 650 65 45º 50,000 20

LR32092 LEDML5/10W/940/D 10 100-277V 4000K - COOL WHITE 700 70 45º 50,000 20

LR32093 LEDML5/10W/950/D 10 100-277V 5000K - BRIGHT WHITE 700 70 45º 50,000 205
-L

IG
H

T

@120V RATED

 IC
DAMP LOCATION

RATED

CRI

90

5 - M U L T I L I G H T

100-277 V

NEW

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR32095 LEDML10/18W/930/D 18 100-277V 3000K - SOFT WHITE 1200 67 45º 50,000 10

LR32096 LEDML10/18W/935/D 18 100-277V 3500K - NATURAL 1200 67 45º 50,000 10

LR32097 LEDML10/18W/940/D 18 100-277V 4000K - COOL WHITE 1300 72 45º 50,000 10

LR32098 LEDML10/18W/950/D 18 100-277V 5000K - BRIGHT WHITE 1300 72 45º 50,000 1010
-L

IG
H

T

@120V RATED

 IC
DAMP LOCATION

RATED

CRI

90
100-277 V

1 0 - M U L T I L I G H T

R E C E S S E D  1 0 - M U L T I L I G H T  D O W N L I G H T

NEW

YEAR
5

WARRANTY

YEAR
5

WARRANTY

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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3  C C T  -  W A T T A G E  S E L E C T  B A C K L I T  P A N E L

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR24227 LED1X4BPNL/3WO/3CCT/D 20/25/31 120-277V 3500K/4000K/5000K - CCT SELECTABLE 2500/3125/3819 125 50,000 2

LR24230 LED2X2BPNL/3WO/3CCT/D 36/40/45 120-277V 3500K/4000K/5000K - CCT SELECTABLE 4500/5000/5583 125 50,000 2

LR24233 LED2X4BPNL/3WO/3CCT/D 40/50/56 120-277V 3500K/4000K/5000K - CCT SELECTABLE 5000/6250/7106 125 50,000 2

0-10V DAMP LOCATION
RATED

CRI

80 YEAR
5

WARRANTY

1X4
2X2
2X4

1 ' X 4 '

2 ' X 2 '

2 ' X 4 '

120-277 V

20W

31W W
A

T
T

A
G

E
S

E
L

E
C

T

25W

36W

45W W
A

T
T

A
G

E
S

E
L

E
C

T

40W

45W

56W W
A

T
T

A
G

E
S

E
L

E
C

T

50W

SIDE MOUNT
DRIVER

LOW VOLTAGE BOX
FOR DIM +/-,
LED +/- WIRES

HIGH VOLTAGE BOX
FOR L/N/GND WIRES

BACK VIEW

PMMA CONVEX 
OPTICAL LENS

• UV STABILIZED

• PMMA OPTICAL LENS OVER LED
THAT WILL NOT YELLOW OVER TIME

• SOFT AND UNIFORM
LIGHT DISTRIBUTION

WATTAGE
SELECTCONVEX

OPTICAL
LENS

PMMA

• SLEEK DESIGN

• ONLY 1.37”, DRIVER INCLUDED

• J-BOX EXTENDER AVAILABLE*
1.37”

EM
OPTION

AVAILABLE

3 COLOR
OPTIONS

1 FIXTURE

NEW

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35122

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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3  C C T  -  WAT TAG E  S E L E C T  M OT I O N  S E N S O R  B AC K L I T  PA N E L

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR24231 LED2X2BPNL/3WO/3CCT/D/MS 36/40/45 120-277V 3500K/4000K/5000K - CCT SELECTBLE 4500/5000/5583 125 50,000 4

LR24234 LED2X4BPNL/3WO/3CCT/D/MS 40/50/56 120-277V 3500K/4000K/5000K - CCT SELECTABLE 5000/6250/7106 125 50,000 4

0-10V DAMP LOCATION
RATED

CRI

80 YEAR
5

WARRANTY

2X2
2X4

2 ' X 2 '

2 ' X 4 '

120-277 V

36W

45W W
A

T
T

A
G

E
S

E
L

E
C

T

40W

45W

56W W
A

T
T

A
G

E
S

E
L

E
C

T

50W

SIDE MOUNT
DRIVER

LOW VOLTAGE BOX
FOR DIM +/-,
LED +/- WIRES

HIGH VOLTAGE BOX
FOR L/N/GND WIRES

BACK VIEW

PMMA CONVEX 
OPTICAL LENS

• UV STABILIZED

• PMMA OPTICAL LENS OVER LED
THAT WILL NOT YELLOW OVER TIME

• SOFT AND UNIFORM
LIGHT DISTRIBUTION

WATTAGE
SELECTCONVEX

OPTICAL
LENS

PMMA
BUILT-IN
MOTION
SENSOR

• SLEEK DESIGN
• ONLY 1.37”

DRIVER INCLUDED

• J-BOX EXTENDER
AVAILABLE*

1.37”

MODE
SELECTION

HOLD-TIME

OFF

ON 100% 1min

ON 50 Lux

OFF

30%

10%

30s
1min
5min
3min

STAND-BY
PERIOD

STAND-BY
DIMMING

LEVEL

DAYLIGHT
THRESHOLD

SWITCH UP

SWITCH DOWN

2-3 4 5 61

+

MULTI FUNC TION
MOTION SENSOR

EM
OPTION

AVAILABLE

3 COLOR
OPTIONS

1 FIXTURE

NEW

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35122

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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B AC K L I T  &  M OT I O N  S E N S O R  B AC K L I T  PA N E L  AC C E S S O R I E S

L E D  P A N E L  M O U N T I N G  O P T I O N S

J - B O X  E X T E N D E R

MODEL DESCRIPTION TYPE

LR24239 LEDBPNL/JBOX JUNCTION BOX EXTENDER

R E M O T E  C O N T R O L

MODEL DESCRIPTION TYPE

LR24237 LEDBPNL/REMOTE REMOTE CONTROL: IR

S U S P E N S I O N  K I T

MODEL DESCRIPTION TYPE

LR24178 LED/1/2X4/SUSPENSION/KIT SUSPENSION KIT

LR24177 LED/2X2/SUSPENSION/KIT SUSPENSION KIT

MODEL DESCRIPTION TYPE

LR24170 LED/2X2/SURFACE/KIT SURFACE

LR24172 LED/1X4/SURFACE/KIT SURFACE

LR24175 LED/2X4/SURFACE/KIT SURFACE

LR24180 LED/1X4/FLANGE/KIT FLANGE

LR24181 LED/2X2/FLANGE/KIT FLANGE

LR24182 LED/2X4/FLANGE/KIT FLANGE

S
U

R
F

A
C

E
F

L
A

N
G

E

F L A N G E  K I TS U R F A C E  K I TS U R F A C E  K I T

F L A N G E  K I T

E M E R G E N C Y  B R A C K E T

MODEL DESCRIPTION TYPE

LR24236 LEDBPNL/EMBRACKET EMERGENCY BRACKET

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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F L A T  P A N E L  S E R I E S

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR24145 LED45W1X4PANEL/30K/DIM 45 120-277V 3000K - SOFT WHITE 4400 100 120º 50,000 • 2

LR24146 LED45W1X4PANEL/35K/DIM 45 120-277V 3500K - NATURAL 4725 105 120º 50,000 • 2

LR24147 LED45W1X4PANEL/40K/DIM 45 120-277V 4000K - COOL WHITE 4725 105 120º 50,000 • 2

LR24148 LED45W1X4PANEL/50K/DIM 45 120-277V 5000K - BRIGHT WHITE 4725 105 120º 50,000 • 2

LR24149 LED45W1X4PANEL/65K/DIM 45 120-277V 6500K - DAYLIGHT 4725 105 120º 50,000 2

LR24150 LED45W2X2PANEL/30K/DIM 45 120-277V 3000K - SOFT WHITE 4550 110 120º 50,000 • 2

LR24151 LED45W2X2PANEL/35K/DIM 45 120-277V 3500K - NATURAL 4650 110 120º 50,000 • 2

LR24152 LED45W2X2PANEL/40K/DIM 45 120-277V 4000K - COOL WHITE 4700 110 120º 50,000 • 2

LR24153 LED45W2X2PANEL/50K/DIM 45 120-277V 5000K - BRIGHT WHITE 4850 110 120º 50,000 • 2

LR24154 LED45W2X2PANEL/65K/DIM 45 120-277V 6500K - DAYLIGHT 4850 110 120º 50,000 2

LR24155 LED72W2X4PANEL/30K/DIM 72 120-277V 3000K - SOFT WHITE 8050 110 120º 50,000 • 2

LR24156 LED72W2X4PANEL/35K/DIM 72 120-277V 3500K - NATURAL 8150 110 120º 50,000 • 2

LR24157 LED72W2X4PANEL/40K/DIM 72 120-277V 4000K - COOL WHITE 8250 110 120º 50,000 • 2

LR24158 LED72W2X4PANEL/50K/DIM 72 120-277V 5000K - BRIGHT WHITE 8550 110 120º 50,000 • 2

LR24159 LED72W2X4PANEL/65K/DIM 72 120-277V 6500K - DAYLIGHT 8550 110 120º 50,000 2

2
X

2
2

X
4

YEAR
5

WARRANTY

1X
4

2 ' X 4 '

2 ' X 2 '

DAMP LOCATION
RATED

IP-40
120-277 V

CRI

800-10V DOT
PRINTING

LASER

PMMA

LGP

EM
OPTION

AVAILABLE

1 ' X 4 '

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35122

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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E M E R G E N C Y  L E D  D R I V E R  8 W  &  1 5 W  -  D C

MODEL  DESCRIPTION OUTPUT
POWER

INPUT
POWER

INPUT
VOLTAGE

OUTPUT
VOLTAGE

CHARGING
CURRENT

INPUT
CURRENT

OUTPUT
CURRENT

RECHARGE
TIME

EMERGENCY
TIME

TEST
SWITCH CASE

LR35120 LED/EMR/8W/DC 8 7W max 100-277VAC 25~48V DC 250mA 100mA max 160mA 24 HOURS 90 MIN YES 20

LR35121 LED/EMR/15W/DC 15 7W max 100-277VAC 25~48V DC 250mA 100mA max 320mA 24 HOURS 90 MIN YES 20

S P E C I F I C A T I O N S

MIN
90

EMERGENCY
TIME

HOUR
24

RECHARGE
TIME

YEAR
5

WARRANTY

COMPATIBLE WITH OUR:

• CCT LINEAR SERIES

• LINEAR SERIES

• CHROME SERIES

• VAPOR TIGHT SERIES

• CCT VAPOR TIGHT SERIES

S P E C I F I C A T I O N S

MIN
90

EMERGENCY
TIME

HOUR
24

RECHARGE
TIME

YEAR
5

WARRANTY

E M E R G E N C Y  L E D  D R I V E R  8 - 1 5 W  D C

S P E C I F I C A T I O N S

MIN
90

EMERGENCY
TIME

HOUR
24

RECHARGE
TIME

YEAR
5

WARRANTY

E M E R G E N C Y  L E D  D R I V E R  1 5 W  &  3 0 W  A C

COMPATIBLE WITH OUR:

• CCT & WATTAGE SELECT
BACKLIT PANEL SERIES

• FLAT PANEL SEIRES

• TROFFER SERIES

• CCT & WATTAGE SELECT
TROFFER SERIES

NEW

NEW

NEW

COMPATIBLE WITH OUR:

• INTEGRATED DOWNLIGHTS

FOR COMPATIBILITY VISIT:

WWW.ALLSTARLIGHTING.COM

MODEL  DESCRIPTION OUTPUT
POWER

INPUT
POWER

INPUT
VOLTAGE

OUTPUT
VOLTAGE

CHARGING
CURRENT

INPUT
CURRENT

RECHARGE
TIME

EMERGENCY
TIME

TEST
SWITCH CASE

LR35122 LED/EMR/8-15W/DC/FC/E 15 5.5W max 100-277V AC 25~48V DC 260mA 100mA max 24 HOURS 90 MIN YES 10

MODEL  DESCRIPTION OUTPUT
POWER

INPUT
POWER

INPUT
VOLTAGE

OUTPUT
VOLTAGE

CHARGING
CURRENT

INPUT
CURRENT

RECHARGE
TIME

EMERGENCY
TIME

TEST
SWITCH CASE

LR35123 LED/EMR/15W/AC/FC/E 15 7W max 100-347VAC 50~150V DC 250mA 100mA max 24 HOURS 90 MIN YES 15

LR35124 LED/EMR/30W/AC/FC/E 30 7W max 100-277VAC 50~150V DC 250mA 100mA max 24 HOURS 90 MIN YES 15

*CEILING ACCESS MIGHT BE REQUIRED FOR
INSTALLATION WITH CERTAIN DOWNLIGHTS. 

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

3  C C T  -  W A T T A G E  S E L E C T  F R A M E  P A N E L

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR24185 LED2X2FRAME/PNL/3WO/3CCT/D 20/30/40 100-277V 3000K/4000K/5000K - CCT SELECTABLE 2500/3750/5000 125 50,000 6

LR24187 LED2X4FRAME/PNL/3WO/3CCT/D 40/50/60 100-277V 3000K/4000K/5000K - CCT SELECTABLE 5000/6250/7500 125 50,000 6

0-10V
DAMP LOCATION

RATED

IP-40

CRI

80 YEAR
5

WARRANTY

WATTAGE
SELECT

2X2
2X4

100-277 V
3 COLOR

OPTIONS

1 FIXTURE

CCT & WATTAGE
SELECT SWITCH

2 ' X 4 '

2 ' X 2 '

40W

60W W
A

T
T

A
G

E
S

E
L

E
C

T

50W

20W

40W W
A

T
T

A
G

E
S

E
L

E
C

T

30W

NEW

FRAME PANEL
IN USE
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S U R F A C E  M O U N T  P A N E L  –  5  C C T  S E L E C T

PMMA

LGP

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR24025 LED18W1X1PANEL/5CCT/D 18W 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1500 83 50,000 4

LR24027 LED22W1X2PANEL/5CCT/D 22W 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 2100 95 50,000 4

1X1

RATED

 IC
DAMP LOCATION

RATED

CRI

80 120 V YEAR
5

WARRANTY

1X2

1 ' X 1 '

1 ' X 2 '

5 CCT SWITCH
ON THE BACK

NEW

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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R E C E S S E D  M I N I  F L A T  P A N E L  -  5  C C T  S E L E C T

120 V

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY LIFE CASE

LR23754 LED/MINI3/PANEL/5CCT/SQ2 8 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 540 68 50,000 20

LR23759 LED/MINI4/PANEL/5CCT/SQ2 10 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 700 70 50,000 20

LR23764 LED/MINI6/PANEL/5CCT/SQ2 12 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1000 83 50,000 20

3”

CRI

80 WET LOCATION
RATED

YEAR
5

WARRANTY

5 COLOR
OPTIONS

1 FIXTURE

6”

MINI SQUARE
PANEL WITH

ROUND BACK

RATED

 IC

4”

3 "

4 "

6 "

5 CCT SWITCH

5 CCT SWITCH

5 CCT SWITCH

ROUND
BACK

ROUND
BACK

ROUND
BACK

NEW

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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120 V

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY LIFE CASE

LR23751 LED/MINI3/PANEL/5CCT/RD2 8 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 540 68 50,000 20

LR23753 LED/MINI3/PANEL/5CCT/SQ 8 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 540 68 50,000 20

LR23756 LED/MINI4/PANEL/5CCT/RD2 10 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 750 70 50,000 20

LR23761 LED/MINI6/PANEL/5CCT/RD2 12 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1000 83 50,000 20

LR23782 LED/MINI/5CCT/24WIRE/EX

LR23783 LED/MINI/5CCT/72WIRE/EX

R
D

CRI

80 RATED

 IC
WET LOCATION

RATED

5 COLOR
OPTIONS

1 FIXTURE

S
Q

R
D

R
D

4 "

NEW

CABLE
EXTENDER

R E C E S S E D  M I N I  F L A T  P A N E L  -  5  C C T  S E L E C T

3"

4"
6"

YEAR
3

WARRANTY

3 "

6 "

5 CCT SWITCH
ON DRIVER

3 "

NEW AND
IMPROVED

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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BLACK
FINISH

BRUSHED
NICKEL
FINISH

S P E C I F I C A T I O N S

MODEL DESCRIPTION SIZE SHAPE FINISH CASE

LR23770 LED/MINI4/5CCT/RD/TRIM/BK 4" ROUND TRIM REPLACEMENT BLACK 1

LR23771 LED/MINI4/5CCT/RD/TRIM/BN 4" ROUND TRIM REPLACEMENT BRUSHED NICKEL 1

LR23772 LED/MINI4/5CCT/RD/TRIM/BZ 4" ROUND TRIM REPLACEMENT BRONZE 1

LR23776 LED/MINI6/5CCT/RD/TRIM/BK 6" ROUND TRIM REPLACEMENT BLACK 1

LR23777 LED/MINI6/5CCT/RD/TRIM/BN 6" ROUND TRIM REPLACEMENT BRUSHED NICKEL 1

LR23778 LED/MINI6/5CCT/RD/TRIM/BZ 6" ROUND TRIM REPLACEMENT BRONZE 1

R
O

U
N

D 4”

6”

NEW

R E C E S S E D  M I N I  F L A T  P A N E L  T R I M  R E P L A C E M E N T

MODEL DESCRIPTION

LR23756 LED/MINI4/PANEL/5CCT/RD2

LR23761 LED/MINI6/PANEL/5CCT/RD2

COMPATIBLE WITH OUR
RECESSED MINI FLAT PANEL 

ROUND - 5 CCT SELECT

BRONZE
FINISH

LR41020

4-6"
GOOF RING

NEW

LR41023

6-8"
GOOF RING

GOOF RING

G O O F  R I N G  F O R  D O W N L I G H T S

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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R E C E S S E D  M I N I  FL AT  PA N E L  W I T H  B A F FL E  -  3 C C T  S E L E C T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23734 LED/MINI4/PANEL/3CCT/RD/B 10 120V 3000K/4000K/5000K - CCT SELECTABLE 700 70 110º 50,000 20

LR23735 LED/MINI4/PANEL/3CCT/SQ/B 10 120V 3000K/4000K/5000K - CCT SELECTABLE 700 70 110º 50,000 20

LR23736 LED/MINI6/PANEL/3CCT/RD/B 12 120V 3000K/4000K/5000K - CCT SELECTABLE 900 75 110º 50,000 20

LR23737 LED/MINI6/PANEL/3CCT/SQ/B 12 120V 3000K/4000K/5000K - CCT SELECTABLE 900 75 110º 50,000 20

RD

RATED

 IC
DAMP LOCATION

RATED

CRI

82 YEAR
3

WARRANTY
120 V

4 "

4”

6”

NEW

3 COLOR
OPTIONS

1 FIXTURE

NOW WITH
CCT SELECT

OPTION

SQ

RD

SQ

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23720 LED/MINI8/PANEL/27K/RD 25 120-277V 2700K - WARM WHITE 2200 88.0 180º 50,000 10

LR23721 LED/MINI8/PANEL/30K/RD 25 120-277V 3000K - SOFT WHITE 2200 88.0 180º 50,000 10

LR23722 LED/MINI8/PANEL/40K/RD 25 120-277V 4000K - COOL WHITE 2200 88.0 180º 50,000 10

LR23723 LED/MINI8/PANEL/50K/RD 25 120-277V 5000K -BRIGHT WHITE 2200 88.0 180º 50,000 10

LR23725 LED/MINI8/PANEL/27K/SQ 25 120-277V 2700K - WARM WHITE 2200 88.0 180º 50,000 10

LR23726 LED/MINI8/PANEL/30K/SQ 25 120-277V 3000K - SOFT WHITE 2200 88.0 180º 50,000 10

LR23727 LED/MINI8/PANEL/40K/SQ 25 120-277V 4000K - COOL WHITE 2200 88.0 180º 50,000 10

LR23728 LED/MINI8/PANEL/50K/SQ 25 120-277V 5000K - BRIGHT WHITE 2200 88.0 180º 50,000 10

RATED

 IC
DAMP LOCATION

RATED

CRI

82

8”
R

O
U

N
D

S
Q

U
A

R
E

YEAR
5

WARRANTY

R E C E S S E D  M I N I  F L A T  P A N E L  W I T H  B A F F L E

120-277 V0-10V

8 "

6 "

3 CCT SWITCH
ON DRIVER

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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WATTAGE SELECT COMMERCIAL D OWNLIGHT – 3 CCT SELECT

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR23950 LED/CDL6/3WO/3CCT/B/JB 9/12/15 120-277V 3000K/4000K/5000K - CCT SELECTABLE 750/1125/1500 85 50,000 6

LR23958 LED/CDL8/3WO/3CCT/B/JB 12/16/20 120-277V 3000K/4000K/5000K - CCT SELECTABLE 1000/1500/2000 95 50,000 6

LR23960 LED/CDL10/3WO/3CCT/B/JB 22/29/37.5 120-277V 3000K/4000K/5000K - CCT SELECTABLE 2300/3000/3700 105 50,000 5

0-10V

CRI

80 YEAR
5

WARRANTY

WATTAGE
SELECT

6"
8"

3 COLOR
OPTIONS

1 FIXTURERATED

 IC
WET LOCATION

RATED

120-277 V

NEW

8 "

9W

15W W
A

T
T

A
G

E
S

E
L

E
C

T

12W

6 "

12W

20W W
A

T
T

A
G

E
S

E
L

E
C

T

16W

SAFETY
HOOK

CCT & WATTAGE
SELECT SWITCH

J-BOX

10"

1 0 "

22W

37.5W

W
A

T
T

A
G

E
S

E
L

E
C

T

29W

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR DIMMING LUMEN EFFICACY FLOOD LIFE CASE

LR24841 LED/DL4/3000K/FL/JB 10 120-277V 3000K - SOFT WHITE TRIAC 750 75 100º 50,000 12

LR24842 LED/DL4/4000K/FL/JB 10 120-277V 4000K - COOL WHITE TRIAC 780 78 100º 50,000 12

LR24846 LED/DL5-6/3000K/FL/JB 15 120-277V 3000K - SOFT WHITE 0-10V 1000 67 100º 50,000 12

LR24847 LED/DL5-6/4000K/FL/JB 15 120-277V 4000K -  COOL WHITE 0-10V 1050 70 100º 50,000 12

LR24848 LED/DL5-6/5000K/FL/JB 15 120-277V 5000K - BRIGHT WHITE 0-10V 1100 73 100º 50,000 12

4
”

120-277 V
WET LOCATION

RATED

CRI

90 YEAR
3

WARRANTY

5-
6”

4 "

0-10V

5 - 6 "

TRIAC

J U N C T I O N  B O X  D O W N L I G H T

N E W  C O N S T R U C T I O N  M O U N T I N G  P L A T E  -  3  S I Z E S

LR41002

DESCRIPTION

MP-UNV-3/4/6

C O M P A T I B I L I T Y

MODEL DESCRIPTION MODEL DESCRIPTION

LR23255 LED11W/DL4/GB/3CCT/RD LR23759 LED/MINI4/PANEL/5CCT/SQ2

LR23257 LED11W/DL4/GB/3CCT/RD/BK LR23764 LED/MINI6/PANEL/5CCT/SQ2

LR23265 LED15W/RDL4/3CCT/RD LR23734 LED/MINI4/PANEL/3CCT/RD/B

LR23267 LED15W/RDL4/3CCT/SQ LR23736 LED/MINI6/PANEL/3CCT/RD/B

LR23751 LED/MINI3/PANEL/5CCT/RD2 LR32180 LEDMHDL1/5CCT/9/G

LR23754 LED/MINI3/PANEL/5CCT/SQ2 LR32181 LEDMHDL1/5CCT/9/G/BK

R
O

U
N

D

NEW

3 SIZES
1 PLATE

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35123

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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N E W  C O N S T R U C T I O N  M O U N T I N G  P L A T E  -  2  S I Z E S

C O M P A T I B I L I T Y

MODEL DESCRIPTION MODEL DESCRIPTION

LR23237 LED5W/DL2/GB/30K/FL LR23250 LED8W/DL3/GB/3CCT/SQ

LR23238 LED5W/DL2/GB/40K/FL LR23271 LED/RDL3/30K/RD

LR23239 LED5W/DL2/GB/50K/FL LR23273 LED/RDL3/40K/RD

LR23240 LED8W/DL3/GB/30K/FL LR23274 LED/RDL3/50K/RD

LR23245 LED8W/DL3/GB/50K/FL LR23276 LED/RDL3/30K/SQ

LR23247 LED8W/DL3/GB/30K/SQ LR23278 LED/RDL3/40K/SQ

LR23249 LED82/DL3/GB/50K/SQ LR23279 LED/RDL3/50K/SQ

LR23241 LED8W/DL3/GB/3CCT/FL/BK LR23410 LED/URDL2/5CCT/RD

LR23246 LED8W/DL3/GB/3CCT/FL

R
O

U
N

D

C O M P A T I B I L I T Y

MODEL DESCRIPTION MODEL DESCRIPTION

LR32183 LEDMHDL2/5CCT/9/G LR32184 LEDMHDL2/5CCT/9/G/BK

LR32185 LEDMHDL3/5CCT/9/G LR32186 LEDMHDL3/5CCT/9/G/BKS
Q

LR41003

DESCRIPTION

MP-UNV-2/2.75

LR41007

DESCRIPTION

MPS-UNV-7.5/10

NEW

2 SIZES
1 PLATE

NEW

2 SIZES
1 PLATE

N E W  C O N S T R U C T I O N  M O U N T I N G  P L A T E  -  2  S I Z E S

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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R E T R O F I T  R O U N D  T R I M  -  5  C C T  S E L E C T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR23790 LED/DL4/5CCT/FL/B/RD 10 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 750 75 50,000 24

LR23791 LED/DL4/5CCT/FL/RD 10 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 750 75 50,000 24

LR23795 LED/DL5-6/5CCT/FL/B/RD 14 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1100 79 50,000 24

LR23796 LED/DL5-6/5CCT/FL/RD 14 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1100 79 50,000 24

BAFFLED

CRI

90

SMOOTH

120 V 5 COLOR
OPTIONS

1 FIXTURE
DAMP LOCATION

RATED

60W
YEAR
3

WARRANTY

NEW
4

"
 B

A
F

F
L

E
D

4
"

 S
M

O
O

T
H

5
-

6
"

 B
A

F
F

L
E

D

5
-

6
"

 S
M

O
O

T
H

CCT SWITCH 
ON THE BACK

CCT SWITCH 
ON THE BACK

4”
5-

6” BAFFLED

SMOOTH

MODEL DESCRIPTION

LR23792 LED/DL4/5CCT/RD/TRIM/BK

LR23797 LED/DL5-6/5CCT/RD/TRIM/BK

NEW TRIM REPL ACEMENT
FOR 4" & 5 - 6" CC T RETROFIT

NEW

4" 5- 6"

T R I M  R E P L A C E M E N T  F O R  C C T  R E T R O F I T 

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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4 "  R E T R O F I T  S Q U A R E  T R I M  -  5  C C T  S E L E C T

4
"

 S
M

O
O

T
H

4
"

 B
A

F
F

L
E

D
S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR23784 LED/DL4/5CCT/FL/B/SQ 11 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 750 68 50,000 12

LR23785 LED/DL4/5CCT/FL/SQ 11 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 750 68 50,000 12

BAFFLED

RATED

 IC
WET LOCATION

RATED

CRI

90 YEAR
5

WARRANTY

60W

SMOOTH

120 V

NEW

5 COLOR
OPTIONS

1 FIXTURE

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR23788 LED/DL5-6/5CCT/FL/B/SQ 14 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1100 79 50,000 12

LR23789 LED/DL5-6/5CCT/FL/SQ 14 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1100 79 50,000 12

BAFFLED

RATED

 IC
WET LOCATION

RATED

CRI

90 YEAR
5

WARRANTY

SMOOTH

120 V 5 COLOR
OPTIONS

1 FIXTURE

5 - 6 "  R E T R O F I T  S Q U A R E  T R I M  -  5  C C T  S E L E C T

NEW

5 - 6 "  S M O O T H 5 - 6 "  B A F F L E D

90W

CCT SWITCH 
ON THE BACK

CCT SWITCH 
ON THE BACK

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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R E T R O F I T  E Y E B A L L

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23230 LED/DL4/EB/3000K/FL 10 120V 3000K - SOFT WHITE 720 72.0 90º 50,000 12

LR23235 LED/DL4/EB/5000K/FL 10 120V 5000K - BRIGHT WHITE 740 74.0 90º 50,000 12

LR23040 LED/DL5-6/EB/3000K/FL 15 120V 3000K - SOFT WHITE 1010 67.0 90º 50,000 12

LR23045 LED/DL5-6/EB/5000K/FL 15 120V 5000K - BRIGHT WHITE 1060 71.0 90º 50,000 12

DAMP LOCATION
RATED

4”

120 V
CRI

90

5-
6”

4 " 5 - 6 "

YEAR
3

WARRANTY

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR24830 LED/IDL4/2700K/FL/DIM 10 120V 2700K - WARM WHITE 650 67 150º 50,000 12

LR24831 LED/IDL4/3000K/FL/DIM 10 120V 3000K - SOFT WHITE 660 67 150º 50,000 12

LR24833 LED/IDL4/5000K/FL/DIM 10 120V 5000K - BRIGHT WHITE 670 73 150º 50,000 12

LR24835 LED/IDL6/2700K/FL/DIM 15 120V 2700K - WARM WHITE 1030 69 150º 50,000 12

LR24836 LED/IDL6/3000K/FL/DIM 15 120V 3000K - SOFT WHITE 1040 69 150º 50,000 12

LR24838 LED/IDL6/5000K/FL/DIM 15 120V 5000K - BRIGHT WHITE 1060 70 150º 50,000 12

DAMP LOCATION
RATED

120 V
CRI

90

4
”

6
”

YEAR
3

WARRANTY

4 " 6 "

R E T R O F I T  A M B I E N T  I N D I R E C T

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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S U R F A C E  M O U N T  S L I M  S E R I E S  -  3  C C T  S E L E C T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23591 LED10/SLIM4/3CCT/W/SQ 10 120V 3000K/4000K/5000K - CCT SELECTABLE 600 60 90º 50,000 20

LR23590 LED10/SLIM5/3CCT/W/RD 10 120V 3000K/4000K/5000K - CCT SELECTABLE 600 60 90º 50,000 20

LR23593 LED15/SLIM6/3CCT/W/SQ 15 120V 3000K/4000K/5000K - CCT SELECTABLE 900 63 90º 50,000 20

LR23592 LED15/SLIM7/3CCT/W/RD 15 120V 3000K/4000K/5000K - CCT SELECTABLE 900 63 90º 50,000 20

LR23595 LED18/SLIM9/3CCT/W/SQ 18 120V 3000K/4000K/5000K - CCT SELECTABLE 1200 67 90º 50,000 20

LR23594 LED18/SLIM9/3CCT/W/RD 18 120V 3000K/4000K/5000K - CCT SELECTABLE 1200 67 90º 50,000 20

120 VDAMP LOCATION
RATED

CRI

80

SQ4”

4 " 5 "

NEW

YEAR
3

WARRANTY

5”
6”
7”

9”

RD

SQ

RD

SQ

RD

6 " 7 "

9 "9 "

3 CCT SWITCH 
ON THE BACK

3 COLOR
OPTIONS

1 FIXTURE

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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4 " / 5 "  S U R F A C E  M O U N T  S L I M

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23609 LED10/SLIM4/30K/W/SQ 10 120V 3000K - SOFT WHITE 600 60 90º 50,000 20

LR23610 LED10/SLIM4/40K/W/SQ 10 120V 4000K - COOL WHITE 600 60 90º 50,000 20

LR23611 LED10/SLIM4/50K/W/SQ 10 120V 5000K - BRIGHT WHITE 600 60 90º 50,000 20

LR23600 LED10/SLIM5/30K/W/RD 10 120V 3000K - SOFT WHITE 600 60 90º 50,000 20

LR23601 LED10/SLIM5/40K/W/RD 10 120V 4000K - COOL WHITE 600 60 90º 50,000 20

LR23602 LED10/SLIM5/50K/W/RD 10 120V 5000K - BRIGHT WHITE 600 60 90º 50,000 20

S
Q

U
A

R
E

4
”

120 VDAMP LOCATION
RATED

CRI

80 YEAR
3

WARRANTY

4 "

R
O

U
N

D

5
”

5 "

N E W  C A N  A D A P T E R
F O R  S L I M  S E R I E S

6 " / 7 "  S U R F A C E  M O U N T  S L I M

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23627 LED15/SLIM6/30K/W/SQ 15 120V 3000K - SOFT WHITE 950 63 90º 50,000 20

LR23628 LED15/SLIM6/40K/W/SQ 15 120V 4000K - COOL WHITE 950 63 90º 50,000 20

LR23629 LED15/SLIM6/50K/W/SQ 15 120V 5000K - BRIGHT WHITE 950 63 90º 50,000 20

LR23618 LED15/SLIM7/30K/W/RD 15 120V 3000K - SOFT WHITE 1000 67 90º 50,000 20

LR23619 LED15/SLIM7/40K/W/RD 15 120V 4000K - COOL WHITE 1000 67 90º 50,000 20

LR23620 LED15/SLIM7/50K/W/RD 15 120V 5000K - BRIGHT WHITE 1000 67 90º 50,000 20

S
Q

U
A

R
E

6
”

120 VDAMP LOCATION
RATED

CRI

80 YEAR
3

WARRANTY

R
O

U
N

D

7”

6 " 7 "

MODEL DESCRIPTION

LR23640 LED/SLIM4-5/CAN-ADAPTER

MODEL DESCRIPTION

LR23645 LED/SLIM6-7/CAN-ADAPTER

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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7 ”  E M E R G E N C Y  B A T T E R Y  B A C K U P

MODEL  DESCRIPTION POWER RECHARGE TIME SWITCHING TIME EM TIME TEST BUTTON CASE

LR23646 LED15/SLIM7/RD/EMPK 15 24 HOURS <1 SECOND 90 MINUTES YES 10

9 "  S U R F A C E  M O U N T  S L I M

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23659 LED18/SLIM9/30K/W/SQ 18 120V 3000K - SOFT WHITE 1200 67 90º 50,000 20

LR23660 LED18/SLIM9/40K/W/SQ 18 120V 4000K - COOL WHITE 1200 67 90º 50,000 20

LR23661 LED18/SLIM9/50K/W/SQ 18 120V 5000K - BRIGHT WHITE 1200 67 90º 50,000 20

LR23650 LED18/SLIM9/30K/W/RD 18 120V 3000K - SOFT WHITE 1200 67 90º 50,000 20

LR23651 LED18/SLIM9/40K/W/RD 18 120V 4000K - COOL WHITE 1200 67 90º 50,000 20

LR23652 LED18/SLIM9/50K/W/RD 18 120V 5000K - BRIGHT WHITE 1200 67 90º 50,000 20

120 VDAMP LOCATION
RATED

CRI

80 YEAR
3

WARRANTY

S
Q

U
A

R
E

9
”

R
O

U
N

D

9 "

S P E C I F I C A T I O N S

7”
SLIM SERIES
COMPATIBLE

MIN
90

EMERGENCY
TIME

HOUR
24

RECHARGE
TIME

NEW

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

*ONLY COMPATIBLE WITH LR23592
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1 2 "  S U R F A C E  M O U N T  S L I M  -  3  C C T  S E L E C T

S P E C I F I C A T I O N S

CRI

80

12"
MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23673 LED22/SLIM12/3CCT/W/RD 22 120V 3000K/4000K/5000K - CCT SELECTABLE 1800 60 110º 50,000 20

120 VWET LOCATION
RATED

NEW

YEAR
3

WARRANTY

3 COLOR
OPTIONS

1 FIXTURE

AVAILABLE IN:
4", 6" & 9" SQUARE

B
R

U
S

H
E

D
N

IC
K

E
L 

F
IN

IS
H

S P E C I F I C A T I O N S

MODEL DESCRIPTION SIZE SHAPE FINISH CASE

LR23677 LED10/SLIM4/SQ/TRIM/BK 4" SQUARE TRIM REPLACEMENT BLACK 20

LR23679 LED10/SLIM4/SQ/TRIM/BN 4" SQUARE TRIM REPLACEMENT BRUSHED NICKEL 20

LR23683 LED15/SLIM6/SQ/TRIM/BK 6" SQUARE TRIM REPLACEMENT BLACK 20

LR23685 LED15/SLIM6/SQ/TRIM/BN 6" SQUARE TRIM REPLACEMENT BRUSHED NICKEL 20

LR23689 LED18/SLIM9/SQ/TRIM/BK 9" SQUARE TRIM REPLACEMENT BLACK 20

LR23691 LED18/SLIM9/SQ/TRIM/BN 9" SQUARE TRIM REPLACEMENT BRUSHED NICKEL 20

LR23674 LED10/SLIM5/RD/TRIM/BK 5" ROUND TRIM REPLACEMENT BLACK 20

LR23676 LED10/SLIM5/RD/TRIM/BN 5" ROUND TRIM REPLACEMENT BRUSHED NICKEL 20

LR23680 LED15/SLIM7/RD/TRIM/BK 7" ROUND TRIM REPLACEMENT BLACK 20

LR23682 LED15/SLIM7/RD/TRIM/BN 7" ROUND TRIM REPLACEMENT BRUSHED NICKEL 20

LR23686 LED18/SLIM9/RD/TRIM/BK 9" ROUND TRIM REPLACEMENT BLACK 20

LR23688 LED18/SLIM9/RD/TRIM/BN 9" ROUND TRIM REPLACEMENT BRUSHED NICKEL 20

S
Q

U
A

R
E 4”

6”

9”

R
O

U
N

D

5”

7”

9”

S U R F A C E  M O U N T  S L I M  T R I M  R E P L A C E M E N T

NEW

B
L

A
C

K
 F

IN
IS

H

AVAILABLE IN:
5", 7" & 9" ROUND

AVAILABLE IN:
4", 6" & 9" SQUARE

AVAILABLE IN:
5", 7" & 9" ROUND

3 CCT SWITCH 
ON THE BACK

1 2 "

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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S U R F A C E  M O U N T  D I S K  L I G H T  -  3  C C T  S E L E C T

4 "

6 "

8 "

S P E C I F I C A T I O N S

CRI

80

4"
6"

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23831 LED10/DISK4/3CCT/RD 10 120V 3000K/4000K/5000K - CCT SELECTABLE 600 60 120º 50,000 20

LR23833 LED15/DISK6/3CCT/RD 15 120V 3000K/4000K/5000K - CCT SELECTABLE 1000 67 120º 50,000 20

LR23835 LED27/DISK8/3CCT/RD 27 120V 3000K/4000K/5000K - CCT SELECTABLE 2000 74 120º 50,000 108"

120 VWET LOCATION
RATED

NEW

YEAR
3

WARRANTY

3 COLOR
OPTIONS

1 FIXTURE

NOW WITH
CCT SELECT

OPTION

3 CCT SWITCH

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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S L I M  L I N E A R  F I X T U R E  S E R I E S  -  3  C C T  S E L E C T

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR25161 LED24/LINEAR/3CCT/UNV2/D 17 120-277V 3000K/4000K/5000K - CCT SELECTABLE 1955 115 40º 50,000 6

LR25163 LED36/LINEAR/3CCT/UNV2/D 26 120-277V 3000K/4000K/5000K - CCT SELECTABLE 3000 115 40º 50,000 6

LR25165 LED48/LINEAR/3CCT/UNV2/D 34 120-277V 3000K/4000K/5000K - CCT SELECTABLE 3910 115 40º 50,000 6

LR25167 LED96/LINEAR/3CCT/UNV2/D 78 120-277V 3000K/4000K/5000K - CCT SELECTABLE 8970 115 40º 50,000 1

DAMP LOCATION
RATED

120-277 V
CRI

80
EM

OPTION
AVAILABLE

2'
3'
4'
8'

REMOVABLE
DESIGNER COVER

2  F T

3  F T

4  F T

8  F T

NEW
NOW WITH

CCT SELECT
OPTION

3 COLOR
OPTIONS

1 FIXTURE
YEAR
5

WARRANTY

PLATE COVER
*SOLD SEPARATELY

PLATE COVER
*SOLD SEPARATELY

MODEL DESCRIPTION

LR25149 LED/LINEAR/UNV2/PLATE

3 CCT SWITCH 
ON LED BOARD

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35120 & LR35121

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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L I N E A R  F I X T U R E  S E R I E S  -  3  C C T  S E L E C T

V A P O R  T I G H T  S E R I E S  -  3  C C T  S E L E C T

NEW

3 CCT SWITCH 
ON LED BOARD

4 8 "

9 6 "

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR25132 LED48/VT/3CCT/UNV 45 120-277V 3000K/4000K/5000K - CCT SELECTABLE 5175 115 120º 50,000 4

LR25133 LED96/VT/3CCT/UNV 68 120-277V 3000K/4000K/5000K - CCT SELECTABLE 7820 115 120º 50,000 1

48”

WET LOCATION
RATED

IP-65
0-10V 120-277 V

CRI

80

96”

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR25129 LED48/LINEAR/3CCT/UNV/D 40 120-277V 3000K/4000K/5000K - CCT SELECTABLE 4600 124 120º 50,000 4

LR25115 LED96/LINEAR/3CCT/UNV/D 68 120-277V 3000K/4000K/5000K - CCT SELECTABLE 7820 104 120º 50,000 1

48”

0-10V 120-277 V
CRI

80

96”

DAMP LOCATION
RATED

3 COLOR
OPTIONS

1 FIXTURE
YEAR
5

WARRANTY

NOW WITH
CCT SELECT

OPTION

3 CCT SWITCH 
ON LED BOARD

NEW
NOW WITH

CCT SELECT
OPTION

4 8 "

9 6 "

3 COLOR
OPTIONS

1 FIXTURE
YEAR
5

WARRANTY

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35120 & LR35121

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35120 & LR35121

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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4 8 "  W R A P

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR25150 LED48/WRAP/40K/UV 48 100-277V 4000K -  COOL WHITE 5040 105 50,000 • 448”

YEAR
5

WARRANTY
DAMP LOCATION

RATED

120-277 V
CRI

80

4 8 "

P U F F  S E R I E S

1 1 "

1 5 "

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR23150 LED11"FIXTURE/ROUND/30K/2 15 120V 3000K - SOFT WHITE 1100 73 50,000 6

LR23155 LED11"FIXTURE/ROUND/40K/2 15 120V 4000K - COOL WHITE 1100 73 50,000 6

LR23157 LED11"FIXTURE/ROUND/50K/2 15 120V 5000K - BRIGHT WHITE 1100 73 50,000 6

LR23160 LED15"FIXTURE/ROUND/30K/2 22 120V 3000K - SOFT WHITE 1600 73 50,000 6

LR23165 LED15"FIXTURE/ROUND/40K/2 22 120V 4000K - COOL WHITE 1600 73 50,000 6

LR23167 LED15"FIXTURE/ROUND/50K/2 22 120V 5000K - BRIGHT WHITE 1600 73 50,000 6

LR23400 LED11"FIXTURE/SQUARE/30K/2 16 120V 3000K - SOFT WHITE 1200 75 50,000 6

LR23402 LED11"FIXTURE/SQUARE/40K/2 16 120V 4000K - COOL WHITE 1200 75 50,000 6

DAMP LOCATION
RATED

120 V
CRI

80 YEAR
3

WARRANTY

R
O

U
N

D

11”

15”

S
Q

U
A

R
E

11”

1 1 "
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P U F F  S E R I E S  -  3  C C T  S E L E C T

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE

NEW

NOW WITH
CCT SELECT

OPTION

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR23159 LED11"FLUSH/ROUND/3CCT/2 14 120V 3000K/4000K/5000K - CCT SELECTABLE 1100 73 120º 50,000 4

LR23168 LED15"FLUSH/ROUND/3CCT/2 22 120V 3000K/4000K/5000K - CCT SELECTABLE 1600 73 120º 50,000 4

LR23169 LED19"FLUSH/ROUND/3CCT/2 32 120V 3000K/4000K/5000K - CCT SELECTABLE 2400 73 120º 50,000 2

11”
15”

DAMP LOCATION
RATED

120 V
CRI

80 YEAR
3

WARRANTY

3 COLOR
OPTIONS

1 FIXTURE

19”

3 CCT SWITCH 
ON LED BOARD

1 1 "

1 5 "

1 9 "
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1 2 "  C H R O M E  -  B A T T E R Y  B A C K U P

S P E C I F I C A T I O N S

0-10V DAMP LOCATION
RATED

120-277 V
CRI

80

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY LIFE CASE

LR23287 LED14"FLUSH/CHROME/5CCT/EMR 18 120-277V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1440 75 50,000 4

LR23288 LED16"FLUSH/CHROME/5CCT/EMR 24 120-277V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1920 75 50,000 4

YEAR
5

WARRANTY

5 COLOR
OPTIONS

1 FIXTURE

14”
16”

S P E C I F I C A T I O N S

120-277 V

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY FLOOD LIFE CASE

LR23189 LED12"FLUSH/CHROME/40K/EMR 18 120-277V 4000K - COOL WHITE 1380 77 120º 50,000 4

YEAR
5

WARRANTY

12”

5  C C T  S E L E C T  C H R O M E  S E R I E S  -  B A T T E R Y  B A C K U P

1 2 "

DAMP LOCATION
RATED

CRI

83

1 6 "

1 4 "

NEW

5 CCT DIP
SWITCH

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35120 & LR35121

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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5  C C T  S E L E C T  C H R O M E  S E R I E S

S P E C I F I C A T I O N S

DAMP LOCATION
RATED

120 V
CRI

83

18”

MODEL DESCRIPTION POWER INPUT COLOR TEMPERATURE LUMEN EFFICACY LIFE CASE

LR23280 LED10"FLUSH/CHROME/5CCT/D 14 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1050 80 50,000 10

LR23281 LED12"FLUSH/CHROME/5CCT/D 14 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1120 79 50,000 5

LR23282 LED14"FLUSH/CHROME/5CCT/D 18 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1400 78 50,000 5

LR23283 LED16"FLUSH/CHROME/5CCT/D 24 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 1920 71 50,000 5

LR23284 LED18"FLUSH/CHROME/5CCT/D 24 120V 2700K/3000K/3500K/4000K/5000K - CCT SELECTABLE 2160 85 50,000 4

YEAR
5

WARRANTY

5 COLOR
OPTIONS

1 FIXTURE

16”
14”
12”
10”

NEW

1 0 " 1 2 "

1 4 "

1 8 "

1 6 "

5 CCT DIP
SWITCH

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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L E D  W A L L P A C K  C U B E

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY HID EQUIV. CASE

LR40600 LEDWPC18/50K/PC/UNV/B 18 120-277V 5000K - BRIGHT WHITE 2200 122 150W 10

LR40610 LEDWPC26/50K/PC/UNV/B 26 120-277V 5000K - BRIGHT WHITE 3000 122 150W 10

YEAR
5

WARRANTY

WET LOCATION
RATED

IP-65
120-277 V

CRI

70 BUILT IN
LEVELER

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY HID EQUIV. CASE

LR40500 LEDWP45/50K/UNV/B 45 120-277V 5000K - BRIGHT WHITE 5120 114 250W 1

LR40510 LEDWP60/50K/UNV/B 60 120-277V 5000K - BRIGHT WHITE 7085 118 250W 1

LR40520 LEDWP80/50K/UNV/B 80 120-277V 5000K - BRIGHT WHITE 9450 118 400W 1

YEAR
5

WARRANTY

CRI

70
WET LOCATION

RATED

IP-65
0-10V 120-277 V DOB

TECHNOLOGY

D O B  L E D  W A L L P A C K

PHOTO SENSOR

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY HID EQUIV. CASE

LR40700 LEDCN45/50K/UNV/B 45 120-277V 5000K - BRIGHT WHITE 5180 115 250W 1

LR40710 LEDCN70/50K/UNV/B 70 120-277V 5000K - BRIGHT WHITE 8020 115 400W 1

YEAR
5

WARRANTY

CRI

70
WET LOCATION

RATED

IP-65
0-10V 120-277 V DOB

TECHNOLOGY

D O B  L E D  C A N O P Y

NEW

NEW

NEW

PHOTO SENSOR

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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3  C C T  -  W A T T A G E  S E L E C T  T R O F F E R

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY LIFE CASE

LR25135 LED1X4TROF/CB/3WO/3CCT/D 16/20/30 120-277V 3500K/4000K/5000K - CCT SELECTABLE 2000/2500/3750 125 50,000 2

LR25136 LED2X2TROF/CB/3WO/3CCT/D 20/30/40 120-277V 3500K/4000K/5000K - CCT SELECTABLE 2500/3750/5000 125 50,000 2

LR25137 LED2X4TROF/CB/3WO/3CCT/D 30/40/50 120-277V 3500K/4000K/5000K - CCT SELECTABLE 3750/5000/6250 125 50,000 2

0-10V

CRI

80 YEAR
5

WARRANTY

1X4
2X2
2X4

120-277 V
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3 COLOR
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*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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T R O F F E R  S E R I E S

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD LIFE CASE

LR24201 LED35W2X2TROFFER/CB/35K 35 120-277V 3500K - NATURAL 4000 114.0 120º 50,000 1

LR24206 LED60W2X4TROFFER/CB/35K 60 120-277V 3500K - NATURAL 6900 112.0 120º 50,000 1

2X2

YEAR
5

WARRANTY

CRI

80
120-277 V0-10V

2 ' X 2 '

2 ' X 4 '

EM
OPTION

AVAILABLE

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR34150 LED25T5/30K/48/B/2 25 120-277V 3000K - SOFT WHTIE 3100 124 240º G5 50,000 25

LR34151 LED25T5/35K/48/B/2 25 120-277V 3500K - NATURAL 3100 124 240º G5 50,000 25

LR34122 LED25T5/40K/48/B/2 25 120-277V 4000K - COOL WHITE 3100 124 240º G5 50,000 • 25

LR34123 LED25T5/50K/48/B/2 25 120-277V 5000K - BRIGHT WHITE 3100 124 240º G5 50,000 • 25

4
F

T

120-277 V
CRI

83 YEAR
5

WARRANTY

T U B E  S E R I E S  •  T 5  B Y P A S S

NEW

2X2

COMPATIBLE WITH OUR
EMERGENCY LED DRIVER

LR35122

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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T U B E  S E R I E S  •  T 8  U N I V E R S A L  G L A S S

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR34070 LED12T8/30K/24/SG/UNV 11 120V-277V OR
BALLST

3000K - SOFT WHITE 1100 100 240º G13 50,000 25

LR34071 LED12T8/35K/24/SG/UNV 11 120V-277V OR
BALLST

3500K - NATURAL 1100 100 240º G13 50,000 25

LR34072 LED12T8/40K/24/SG/UNV 11 120V-277V OR
BALLST

4000K - COOL WHITE 1100 100 240º G13 50,000 25

LR34073 LED12T8/50K/24/SG/UNV 11 120V-277V OR
BALLST

5000K - BRIGHT WHITE 1100 100 240º G13 50,000 25

LR34074 LED12T8/65K/24/SG/UNV 11 120V-277V OR
BALLST

6500K - DAYLIGHT 1100 100 240º G13 50,000 25

LR34075 LED16T8/30K/36/SG/UNV 16 120V-277V OR
BALLST

3000K - SOFT WHITE 1600 100 240º G13 50,000 25

LR34076 LED16T8/35K/36/SG/UNV 16 120V-277V OR
BALLST

3500K - NATURAL 1600 100 240º G13 50,000 25

LR34077 LED16T8/40K/36/SG/UNV 16 120V-277V OR
BALLST

4000K - COOL WHITE 1600 100 240º G13 50,000 25

LR34078 LED16T8/50K/36/SG/UNV 16 120V-277V OR
BALLST

5000K - BRIGHT WHITE 1600 100 240º G13 50,000 25

LR34079 LED16T8/65K/36/SG/UNV 16 120V-277V OR
BALLST

6500K - DAYLIGHT 1600 100 240º G13 50,000 25

LR34180 LED18T8/30K/48/SG/UNV 18 120V-277V OR
BALLST

3000K - SOFT WHITE 2000 111 240º G13 50,000 • 25

LR34181 LED18T8/35K/48/SG/UNV 18 120V-277V OR
BALLST

3500K - NATURAL 2100 117 240º G13 50,000 • 25

LR34182 LED18T8/40K/48/SG/UNV 18 120V-277V OR
BALLST

4000K - COOL WHITE 2100 117 240º G13 50,000 • 25

LR34183 LED18T8/50K/48/SG/UNV 18 120V-277V OR
BALLST

5000K - BRIGHT WHITE 2200 122 240º G13 50,000 • 25

LR34184 LED18T8/65K/48/SG/UNV 18 120V-277V OR
BALLST

6500K - DAYLIGHT 2200 122 240º G13 50,000 25

2
F

T
3F

T

DAMP LOCATION
RATED

120-277 V
CRI

83

4
F

T

SHATTER
PROOF

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR34190 LED13T8/30K/48/SG/UNV3 13 120V-277V OR
BALLST

3000K - SOFT WHITE 1800 138 240º G13 50,000 • 25

LR34191 LED13T8/35K/48/SG/UNV3 13 120V-277V OR
BALLST

3500K - NATURAL 1800 138 240º G13 50,000 • 25

LR34192 LED13T8/40K/48/SG/UNV3 13 120V-277V OR
BALLST

4000K - COOL WHITE 1900 146 240º G13 50,000 • 25

LR34193 LED13T8/50K/48/SG/UNV3 13 120V-277V OR
BALLST

5000K - BRIGHT WHITE 1900 146 240º G13 50,000 • 25

LR34194 LED13T8/65K/48/SG/UNV3 13 120V-277V OR
BALLST

6500K - DAYLIGHT 1900 146 240º G13 50,000 25

4
F

T

DAMP LOCATION
RATED

120-277 V
OR

BALLAST

CRI

83
SHATTER
PROOF YEAR

5
WARRANTY

NEW

T U B E  S E R I E S  •  3 - W AY  I N S TA L L AT I O N  T 8  U N I V E R S A L  G L A S S

YEAR
5

WARRANTY

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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T U B E  S E R I E S  •  T 8  U 6

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY BASE LIFE CASE

LR23510 LED18T8/30K/U6/UNV 18 120-277V or BALLAST 3000K - SOFT WHITE 2000 111 G13 50,000 24

LR23511 LED18T8/35K/U6/UNV 18 120-277V or BALLAST 3500K - NATURAL 2100 117 G13 50,000 24

LR23512 LED18T8/40K/U6/UNV 18 120-277V or BALLAST 4100K - COOL WHITE 2200 122 G13 50,000 24

LR23513 LED18T8/50K/U6/UNV 18 120-277V or BALLAST 5000K - BRIGHT WHITE 2200 122 G13 50,000 24

T8
 U

6

120-277 V
OR

BALLAST

CRI

83 YEAR
5

WARRANTY

T U B E  S E R I E S  •  4 F T  T 8  C L E A R

S P E C I F I C A T I O N S

YEAR
5

WARRANTY

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR34195 LED13T8/30K/48/CL/UNV3 13 120V-277V OR
BALLST

3000K – SOFT WHITE 1900 116 240º G13 50,000 25

LR34196 LED13T8/35K/48/CL/UNV3 13 120V-277V OR
BALLST

3500K – NATURAL 1900 116 240º G13 50,000 25

LR34197 LED13T8/40K/48/CL/UNV3 13 120V-277V OR
BALLST

4000K – COOL WHITE 2000 123 240º G13 50,000 25

LR34198 LED13T8/50K/48/CL/UNV3 13 120V-277V OR
BALLST

5000K – BRIGHT WHITE 2000 123 240º G13 50,000 25

LR34199 LED13T8/65K/48/CL/UNV3 13 120V-277V OR
BALLST

6500K – DAYLIGHT 2000 123 240º G13 50,000 25

4
F

T

DAMP LOCATION
RATED

120-277 V
OR

BALLAST

CRI

83
SHATTER
PROOF

NEW

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR34130 LED42T8/40K/96/B 42 120-277V 4000K - COOL WHITE 5500 131 160º FA8 50,000 • 16

LR34131 LED42T8/50K/96/B 42 120-277V 5000K - BRIGHT WHITE 5500 131 160º FA8 50,000 • 16

LR34132 LED42T8/65K/96/B 42 120-277V 6500K - DAYLIGHT 5500 131 160º FA8 50,000 168F
T 

B
YP

A
S

S

120-277 V
CRI

83 YEAR
5

WARRANTY

T U B E  S E R I E S  •  T 8  B Y P A S S

T U B E  S E R I E S  •  8 F T  T 8

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR34135 LED42T8HO/40K/96/B 42 120-277V 4000K – COOL WHITE 5500 131 160º R17D 50,000 12

LR34136 LED42T8HO/50K/96/B 42 120-277V 5000K – BRIGHT WHITE 5500 131 160º R17D 50,000 12

LR34137 LED42T8HO/65K/96/B 42 120-277V 6500K – DAYLIGHT 5500 131 160º R17D 50,000 12

S P E C I F I C A T I O N S

120-277 V
CRI

80 YEAR
5

WARRANTY

8F
T

NEW

75W

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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F I L A M E N T  S E R I E S  •  C T C  C A N D L E

YEAR
2

WARRANTY
120 V

CRI

80

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR21572 LED4CTC/CL/27K/D 4 120V 2700K - WARM WHITE 400 100 330º E12 10,000 60

LR21574 LED4CTC/CL/30K/D 4 120V 3000K - SOFT WHITE 400 100 330º E12 10,000 60

LR21576 LED4CTC/CL/40K/D 4 120V 4000K - COOL WHITE 400 100 330º E12 10,000 60

LR21578 LED4CTC/CL/50K/D 4 120V 5000K - BRIGHT WHITE 400 100 330º E12 10,000 60

LR21592 LED5CTC/CL/27K/D 5 120V 2700K - WARM WHITE 550 110 330º E12 10,000 60

LR21594 LED5CTC/CL/30K/D 5 120V 3000K - SOFT WHITE 550 110 330º E12 10,000 60

LR21596 LED5CTC/CL/40K/D 5 120V 4000K - COOL WHITE 550 110 330º E12 10,000 60

LR21598 LED5CTC/CL/50K/D 5 120V 5000K - BRIGHT WHITE 550 110 330º E12 10,000 60

LR21552 LED4CTC/W/27K/D 4 120V 2700K - WARM WHITE 400 100 330º E12 10,000 60

LR21562 LED5CTC/W/27K/D 5 120V 2700K - WARM WHITE 550 110 330º E12 10,000 60

4
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*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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F I L A M E N T  S E R I E S  •  C F C  C A N D L E

YEAR
2

WARRANTY
120 V

CRI

80

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR21573 LED4CFC/CL/27K/D 4 120V 2700K - WARM WHITE 400 100 330º E12 10,000 60

LR21575 LED4CFC/CL/30K/D 4 120V 3000K - SOFT WHITE 400 100 330º E12 10,000 60

LR21577 LED4CFC/CL/40K/D 4 120V 4000K - COOL WHITE 400 100 330º E12 10,000 60

LR21579 LED4CFC/CL/50K/D 4 120V 5000K - BRIGHT WHITE 400 100 330º E12 10,000 60

LR21593 LED5CFC/CL/27K/D 5 120V 2700K - WARM WHITE 550 110 330º E12 10,000 60

LR21595 LED5CFC/CL/30K/D 5 120V 3000K - SOFT WHITE 550 110 330º E12 10,000 60

LR21597 LED5CFC/CL/40K/D 5 120V 4000K - COOL WHITE 550 110 330º E12 10,000 60

LR21599 LED5CFC/CL/50K/D 5 120V 5000K - BRIGHT WHITE 550 110 330º E12 10,000 60

LR21553 LED4CFC/W/27K/D 4 120V 2700K - WARM WHITE 400 100 330º E12 10,000 60

LR21563 LED5CFC/W/27K/D 5 120V 2700K - WARM WHITE 550 110 330º E12 10,000 60
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F I L A M E N T  S E R I E S  •  D E C O R A T I V E

YEAR
2

WARRANTY
120 V

CRI

80

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR21619 LED5G25/CL/27K/D 5 120V 2700K - WARM WHITE 550 110 330º E26 10,000 50

LR21620 LED5G25/CL/50K/D 5 120V 5000K - BRIGHT WHITE 550 110 330º E26 10,000 50

LR21610 LED4G16.5/C/CL/27K/D 4 120V 2700K - WARM WHITE 400 110 330º E12 10,000 50

LR21611 LED4G16.5/C/CL/50K/D 4 120V 5000K - BRIGHT WHITE 400 110 330º E12 10,000 50

LR21622 LED5T6.5/C/CL/27K 5 120V 2700K - WARM WHITE 500 100 330º E12 10,000 50

LR21625 LED5T9/CL/27K/D 5 120V 2700K - WARM WHITE 550 110 330º E26 10,000 50

LR21616 LED5ST19/CL/27K/D 5 120V 2700K - WARM WHITE 550 110 330º E26 10,000 50

G25

G16.5

T6.5
T9

60W

60W

ST19

60W

60W 40W

G25 G16.5 T6.5

T9 ST19

*PRICES SUBJECT TO CHANGE WITHOUT PRIOR NOTICE
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F I L A M E N T  S E R I E S  •  A - S H A P E

YEAR
2

WARRANTY
120 V

CRI

80

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FINISH BASE LIFE CASE

LR21623 LED4A15/CL/27K/D 4 120V 2700K - WARM WHITE 350 88 CLEAR E26 10,000 50

LR21612 LED8A19/CL/27K/D 8 120V 2700K - WARM WHITE 800 100 CLEAR E26 10,000 50

LR21613 LED8A19/CL/30K/D 8 120V 3000K - SOFT WHITE 800 100 CLEAR E26 10,000 50

LR21614 LED8A19/CL/50K/D 8 120V 5000K - BRIGHT WHITE 800 100 CLEAR E26 10,000 50

A15

A19

A15
A19

40W
60W

YEAR
2

WARRANTY
120 V

CRI

80

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR21582 LED4ETC/CL/27K/D 4 120V 2700K - WARM WHITE 400 100 330º E26 10,000 60 

LR21602 LED5ETC/CL/27K/D 5 120V 2700K - WARM WHITE 550 108 270º E26 15,000 30

LR21608 LED5ETC/CL/50K/D 5 120V 5000K - BRIGHT WHITE 550 108 270º E26 15,000 30

C
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E
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F I L A M E N T  S E R I E S  •  C A N D L E
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FINISH BASE LIFE CASE

LR21350 LED7A15/D827/E2 7 120V 2700K - WARM WHITE 600 86 FROST E26 10,000 50

LR21351 LED7A15/D830/E2 7 120V 3000K - SOFT WHITE 600 86 FROST E26 10,000 50

LR21352 LED7A15/D840/E2 7 120V 4000K - COOL WHITE 600 86 FROST E26 10,000 50

LR21353 LED7A15/D850/E2 7 120V 5000K - BRIGHT WHTIE 600 86 FROST E26 10,000 50

A
15

CRI

80 120 V

A - S E R I E S  •  A 1 9  6 0 W

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FINISH BASE LIFE CASE

LR21420 LED9A19/D827/E2 9 120V 2700K - WARM WHITE 800 80 FROST E26 25,000 50

LR21421 LED9A19/D830/E2 9 120V 3000K - SOFT WHITE 800 80 FROST E26 25,000 50

LR21422 LED9A19/D840/E2 9 120V 4000K - COOL WHITE 800 80 FROST E26 25,000 50

LR21423 LED9A19/D850/E2 9 120V 5000K - BRIGHT WHITE 800 80 FROST E26 25,000 50

LR21425 LED9A19/D827/RP4/E2 9 120V 2700K - WARM WHITE 800 89 FROST E26 25,000 48

LR21426 LED9A19/D830/RP4/E2 9 120V 3000K - SOFT WHITE 800 89 FROST E26 25,000 48

LR21427 LED9A19/D840/RP4/E2 9 120V 4000K - COOL WHITE 800 89 FROST E26 25,000 48

LR21428 LED9A19/D850/RP4/E2 9 120V 5000K - BRIGHT WHITE 800 89 FROST E26 25,000 48
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80 120 V YEAR
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WARRANTY

40W

DAMP LOCATION
RATED

60W ENCLOSED
FIXTURE
RATED

NEW
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A - S E R I E S  •  A 1 5  4 0 W

A19 60W

A15 40W
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A - S E R I E S  •  A 1 9  G U 2 4  6 0 W

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FINISH BASE LIFE CASE

LR21460 LED9A19/GU24/D827/E2 9 120V 2700K - WARM WHITE 800 89 FROST GU24 25,000 50

LR21461 LED9A19/GU24/D830/E2 9 120V 3000K - SOFT WHITE 800 89 FROST GU24 25,000 50

LR21462 LED9A19/GU24/D840/E2 9 120V 4000K - COOL WHITE 800 89 FROST GU24 25,000 50

LR21463 LED9A19/GU24/D850/E2 9 120V 5000K - BRIGHT WHITE 800 89 FROST GU24 25,000 50

CRI

80

YEAR
2

WARRANTY

A19 60W

120 V

60W ENCLOSED
FIXTURE
RATED

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FINISH BASE LIFE CASE

LR21430 LED11A19/D827/E2 11 120V 2700K - WARM WHITE 1100 100 FROST E26 25,000 50

LR21431 LED11A19/D830/E2 11 120V 3000K - SOFT WHITE 1100 100 FROST E26 25,000 50

LR21432 LED11A19/D840/E2 11 120V 4000K - COOL WHITE 1100 100 FROST E26 25,000 50

LR21433 LED11A19/D850/E2 11 120V 5000K - BRIGHT WHITE 1100 100 FROST E26 25,000 50

CRI

80 120 V

A
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A
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A - S E R I E S  •  A 1 9  7 5 W
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A - S E R I E S  •  A 1 9  1 0 0 W  &  A 2 1  1 5 0 W

120 V
CRI

80

150W

ENCLOSED
FIXTURE
RATED

15
0

W
A

2
1

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FINISH BASE LIFE CASE

LR21440 LED15A19/D827/E2 15 120V 2700K - WARM WHITE 1600 107 FROST E26 25,000 50

LR21441 LED15A19/D830/E2 15 120V 3000K - SOFT WHITE 1600 107 FROST E26 25,000 50

LR21442 LED15A19/D840/E2 15 120V 4000K - COOL WHITE 1600 107 FROST E26 25,000 50

LR21443 LED15A19/D850/E2 15 120V 5000K - BRIGHT WHITE 1600 107 FROST E26 25,000 50

LR21445 LED15A19/D827/RP4/E2 15 120V 2700K - WARM WHITE 1600 107 FROST E26 25,000 48

LR21446 LED15A19/D830/RP4/E2 15 120V 3000K - SOFT WHITE 1600 107 FROST E26 25,000 48

LR21447 LED15A19/D840/RP4/E2 15 120V 4000K - COOL WHITE 1600 107 FROST E26 25,000 48

LR21448 LED15A19/D850/RP4/E2 15 120V 5000K - BRIGHT WHITE 1600 107 FROST E26 25,000 48

LR21450 LED22A21/D827/E2 22 120V 2700K - WARM WHITE 2550 116 FROST E26 25,000 50

LR21451 LED22A21/D830/E2 22 120V 3000K - SOFT WHITE 2550 116 FROST E26 25,000 50

LR21452 LED22A21/D840/E2 22 120V 4000K - COOL WHITE 2550 116 FROST E26 25,000 50

LR21453 LED22A21/D850/E2 22 120V 5000K - BRIGHT WHITE 2550 116 FROST E26 25,000 50

10
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100W

ENCLOSED
FIXTURE
RATED
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WARRANTY

NEW
NEW

A19 100W A21 150W

M I N I  S E R I E S  •  E 1 2  M I N I  S C R E W

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR24650 LED5W/E12/30K/D 4.2 120V 3000K - SOFT WHITE 500 119 350º E12 25,000 50

LR24652 LED5W/E12/40K/D 4.2 120V 4000K - COOL WHITE 500 119 350º E12 25,000 50

LR24655 LED5W/E12/50K/D 4.2 120V 5000K - BRIGHT WHITE 500 119 350º E12 25,000 50

E
12

CRI

80
40W

YEAR
2

WARRANTY

NEW

DAMP LOCATION
RATED

120 V
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M I N I  S E R I E S  •  G 9  &  D C  M I N I  P I N

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR24640 LED5T4G9/27K/DIM 5 120V 2700K - WARM WHITE 550 110 350º G9 25,000 50

LR24641 LED5T4G9/30K/DIM 5 120V 3000K - SOFT WHITE 550 110 350º G9 25,000 50

LR24642 LED5T4G9/40K/DIM 5 120V 4100K - COOL WHITE 550 110 350º G9 25,000 50

LR24644 LED5T4G9/50K/DIM 5 120V 5000K - BRIGHT WHITE 550 110 350º G9 25,000 50

LR24629 LED3W/DC/27K 3 120V 2700K - WARM WHITE 200 67 360º BA15D 30,000 50
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR24607 LED3T4GY6.35/27K 3 12V 2700K - WARM WHITE 200 67 360º GY6.35 30,000 50

LR24630 LED2T3G4/27K 1.5 12V 2700K - WARM WHITE 200 133 350º G4 30,000 100

LR24632 LED2T3G4/41K 1.5 12V 4100K - COOL WHITE 200 133 350º G4 30,000 100

LR24609 LED2T4G8/27K 2 120V 2700K - WARM WHITE 140 70 360º G8 30,000 50
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY BASE LIFE CASE

LR31840 LED6.5BR20/27K/DIM 6.5 120V 2700K - WARM WHITE 460 71 E26 25,000 • 20

LR31841 LED6.5BR20/30K/DIM 6.5 120V 3000K - SOFT WHITE 460 71 E26 25,000 • 20

LR31842 LED6.5BR20/35K/DIM 6.5 120V 3500K - NATURAL 460 71 E26 25,000 20

LR31843 LED6.5BR20/41K/DIM 6.5 120V 4000K - COOL WHITE 460 71 E26 25,000 • 20

LR31844 LED6.5BR20/50K/DIM 6.5 120V 5000K - BRIGHT WHITE 460 71 E26 25,000 • 20

LR31845 LED6.5BR20/65K/DIM 6.5 120V 6500K - DAYLIGHT 460 71 E26 25,000 20

LR31850 LED9BR30/27K/DIM 9 120V 2700K - WARM WHITE 650 72 E26 25,000 • 20

LR31851 LED9BR30/30K/DIM 9 120V 3000K - SOFT WHITE 650 72 E26 25,000 • 20

LR31852 LED9BR30/35K/DIM 9 120V 3500K - NATURAL 650 72 E26 25,000 20

LR31853 LED9BR30/41K/DIM 9 120V 4000K - COOL WHITE 650 72 E26 25,000 20

LR31854 LED9BR30/50K/DIM 9 120V 5000K - BRIGHT WHITE 650 72 E26 25,000 20

LR31855 LED9BR30/65K/DIM 9 120V 6500K - DAYLIGHT 650 72 E26 25,000 20

LR31820 LED14BR40/27K/DIM 14 120V 2700K - WARM WHITE 1100 79 E26 25,000 20

LR31821 LED14BR40/30K/DIM 14 120V 3000K - SOFT WHITE 1100 79 E26 25,000 20

LR31822 LED14BR40/35K/DIM 14 120V 3500K - NATURAL 1100 79 E26 25,000 20

LR31823 LED14BR40/40K/DIM 14 120V 4000K - COOL WHITE 1100 79 E26 25,000 20

LR31824 LED14BR40/50K/DIM 14 120V 5000K - BRIGHT WHITE 1100 79 E26 25,000 20

LR31825 LED14BR40/65K/DIM 14 120V 6500K - DAYLIGHT 1100 79 E26 25,000 20
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P A R  S E R I E S

S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR CRI LUMEN EFFICACY BASE LIFE CASE

LR31600 LED7PAR20/FL40/27K/D 7 120V 2700K - WARM WHITE 80 500 71 E26 25,000 24

LR31601 LED7PAR20/FL40/30K/D 7 120V 3000K - SOFT WHITE 80 500 71 E26 25,000 24

LR31602 LED7PAR20/FL40/35K/D 7 120V 3500K - NATURAL 80 500 71 E26 25,000 24

LR31603 LED7PAR20/FL40/40K/D 7 120V 4000K -  COOL WHITE 80 500 71 E26 25,000 24

LR31604 LED7PAR20/FL40/50K/D 7 120V 5000K - BRIGHT WHITE 80 500 71 E26 25,000 24

LR31605 LED11PAR30L/FL40/27K/D 11 120V 2700K - WARM WHITE 80 850 77 E26 25,000 24

LR31606 LED11PAR30L/FL40/30K/D 11 120V 3000K - SOFT WHITE 80 850 77 E26 25,000 24

LR31607 LED11PAR30L/FL40/35K/D 11 120V 3500K - NATURAL 80 850 77 E26 25,000 24

LR31608 LED11PAR30L/FL40/40K/D 11 120V 4000K - COOL WHITE 80 850 77 E26 25,000 24

LR31609 LED11PAR30L/FL40/50K/D 11 120V 5000K - BRIGHT WHITE 80 850 77 E26 25,000 24

LR31615 LED15PAR38/FL40/27K/D 15 120V 2700K - WARM WHITE 80 1250 83 E26 25,000 24

LR31616 LED15PAR38/FL40/30K/D 15 120V 3000K - SOFT WHITE 80 1250 83 E26 25,000 24

LR31617 LED15PAR38/FL40/35K/D 15 120V 3500K - NATURAL 80 1250 83 E26 25,000 24

LR31618 LED15PAR38/FL40/40K/D 15 120V 4000K - COOL WHITE 80 1250 83 E26 25,000 24

LR31619 LED15PAR38/FL40/50K/D 15 120V 5000K - BRIGHT WHITE 80 1250 83 E26 25,000 24
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR21500 LED6.5GU10/FL40/27K/D 6.5 120V 2700K - WARM WHITE 500 77 40º GU10 25,000 50

LR21501 LED6.5GU10/FL40/30K/D 6.5 120V 3000K - SOFT WHITE 500 77 40º GU10 25,000 50

LR21502 LED6.5GU10/FL40/40K/D 6.5 120V 4100K - COOL WHITE 500 77 40º GU10 25,000 50

LR21503 LED6.5GU10/FL40/50K/D 6.5 120V 5000K - BRIGHT WHITE 500 77 40º GU10 25,000 50
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S P E C I F I C A T I O N S

MODEL DESCRIPTION POWER INPUT COLOR LUMEN EFFICACY FLOOD BASE LIFE CASE

LR21404 LED6.5MR16/FL40/27K/D 6.5 12V 2700K - WARM WHITE 500 77 40º GU5.3 25,000 50

LR21405 LED6.5MR16/FL40/30K/D 6.5 12V 3000K - SOFT WHITE 500 77 40º GU5.3 25,000 50

LR21406 LED6.5MR16/FL40/40K/D 6.5 12V 4100K - COOL WHITE 500 77 40º GU5.3 25,000 50

LR21407 LED6.5MR16/FL40/50K/D 6.5 12V 5000K - BRIGHT WHITE 500 77 40º GU5.3 25,000 50
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We’d like to thank our loyal customers for giving us the 
opportunity to make LUXRITE™ an unimaginable success. 

We are fully committed to keep to our vision of bringing 
LUXRITE™ to new heights in the future.



33 Randolph Avenue 
Avenel, NJ 07001 
732.882.1500

LUXRITE.COM


